en) m m m #ft* * mm » a i» * it 

ii u 1 1 1 1 1 1 ii u 1 1 1 1 ii i tf i r i ii ii i if i ii 



(19) Itt^ftliR/^feffllR 
1 IS ^ 



(43) 

2005^11^ 03 0 (03.11.2005) 




PCT 



(10) ig^-t: 
WO 2005/102124 Al 



(53) B«*** 7 : 

(21) HBt**: 

(22) Bfi**»B: 
(25) 

(26) m: 

(30) ffi^fefe: 

200410026884.4 



A47J 27/21,31/54 
PCT/CN2005/000357 
2005¥3^ 21 0 (21.03.2005) 

2004^4 £19 0 (19.04.2004) CN 



(71)(72) «flA/tfA: SP^ifcrSHAO, Zhicheng) [CN/ 
CN]; ^ar^*««HJ^ft«i£*a:jtXik!K7lcffi 
mSI&r, Guangdong 528314 (CN)* 

(74) ftSA: t»*«||#ft3l#*«ff^^(CIIINA 
SCIENCE PATENT & TRADEMARK AGENT 
LTD.); *H*]ftff**K3£ffiaH#»*WI 
EBJffilSS, Beijing 100083 (CN), 

(81) »jeH(»«*»B,S*#-»W«»H*#^): 
AE, AG, AL, AM, AT, AU, AZ, BA, BB, BG, BR, BW, 



BY, BZ, CA, CH, CN, CO, CR, CU, CZ, DE, DK, DM, 
DZ, EC, EE, EG, ES, PI, GB, GD, GE, GH, GM, HR, 
HU, ID, IL, IN, IS, JP, KE, KG, KP, KR, KZ, LC, 
LK, LR, LS, LT, LU, LV, MA, MD, MG, MK, MN, 
MW, MX, MZ, NA, Nl, NO, NZ, OM, PG, PH, PL, 
PT, RO, RU, SC, SD, SE, SG, SK, SL, SM, SY, TJ, 
TM, TN, TR, TT, TZ, UA, UG, US, UZ, VC, VN, YU, 
ZA, ZM, ZW 

(84) »3eHd*ja#»ffl,s**-#«r««»»E#^): 

ARIPO(BW, GH, GM, KE, LS, MW, MZ, NA, SD, 
SL, SZ, TZ, UG, ZM, ZW), Efc3E^fJ(AM, AZ, BY, 
KG, KZ, MD, RU, TJ, TM), Kfc?)f(^?[J(AT, BE, BG, 
CH, CY, CZ, DE, DK, EE, ES, FI, FR, GB, GR, HU, 
IE, IS, IT, LT, LU, MC, NL, PL, PT, RO, SE, SI, SK, 
TR), OAPI(BF, BJ, CF, CG, CI, CM, GA, GN, GQ, 
GW, ML, MR, NE, SN, TD, TG) 



(54) Title: A BEVERAGE-BOILING KETTLE, AN ELECTRICAL HEATING KETTLE AND A BEVERAGE- 
BOILING CORDLESS ELECTRICAL HEATING KETTLE 



= (54) «W&7]cS> *»**X*tfc«-a»*»** 





i— I 

e 

in 
o 
o 
n 

O 



(57) Abstract: The present invention provides a beverage-boiling kettle, an electrical heating kettle and a cordless electrical 
heating kettle. The beverage-boiling kettle includes a kettle body and an internal container on the bottom surface of the kettle 
body, the upper end hole of said internal container is equipped with a hopper in which a lower filtering layer and an upper 
filtering layer are set. The beverage-boiling kettle is characterized by that said internal container is equipped with a lid covering 
an end hole of said kettle body, and said lid is equipped with a pipe from said internal container cavity to the cavity between said 
kettle body and said internal container. The beverage-boiling kettle according to the present invention can be conveniently 
operated, the user can&apos;t touch the hopper with high temperature easily, so that when the beverage-boiling kettle is in use, 
the user will not be burned and will not touch the inner part of kettle body, thus pollution is avoided. 
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